
Retractable Saw Stand Instructions

STEP 1: MOUNT THE GUIDE RAILS

1.	 Insert the assembly bolts into the guide rails 
and add the round spacers.

2.	 Without tightening the bolts, position the guide rails 
over the mounting holes on top of the gutter machine.

3.	 Once the guide rails are properly positioned, tighten 
the bolts.

STEP 2: MOUNT THE SAW STAND

1.	 Place the mounting templates on the floor of the truck, 
one on each side of the gutter machine. Then, have a 
crew member help you lift the saw stand into the truck.

2.	 Make sure the base of the saw stand is properly 
seated in the front notch of the mounting templates on 
both sides.

3.	 Use the bolts that secured the saw stand to the pallet 
to fasten it to the truck floor. The mounting templates 
can now be removed.

STEP 3: INSTALL THE SAW (NOT INCLUDED)

1.	 Lower the saw stand and align the four mounting 
points of the saw with the stand. Bolt the saw securely 
in place.

2.	 Remove the original saw blade and replace it with a 
metal-cutting miter saw blade (not included).

COMPATIBILITY •	 Designed to be used with RIDGID 15 Amp Corded 12 in. Dual Bevel Miter Saw 
(Model #R4123)

•	 KWM Gutterman and New Tech Machinery (NTM) 5-inch and 6-inch K-style 
gutter machines

IMPORTANT Replace the saw blade with a 12-inch metal-cutting mitre saw blade.

ALU-REX.COM  •  1.855.525.8739

Recommended blade type

https://www.homedepot.com/p/RIDGID-15-Amp-Corded-12-in-Dual-Bevel-Miter-Saw-with-LED-Cutline-Indicator-R4123/306939223?emt=ppr_vfpd
https://www.homedepot.com/p/RIDGID-15-Amp-Corded-12-in-Dual-Bevel-Miter-Saw-with-LED-Cutline-Indicator-R4123/306939223?emt=ppr_vfpd


To watch the installation video: alu-rex.com/resources/alu-rex-pro-series
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Retractable Saw Stand Instructions

STEP 4: OPERATE THE RETRACTABLE SAW

1.	 Before using the retractable saw, ensure the stand 
is securely seated in the notches of the mounting 
brackets.

2.	 Adjust the saw to the required cutting angle, then run 
the gutter machine.

3.	 Insert a small piece of continuous hanger to the left 
of the cut to reinforce the gutter and help achieve a 
straight cut.

4.	 Use the handle on the saw stand to move the saw 
laterally and position it at the desired cutting location. 
 
 
 

STORAGE & TRANSPORTATION

1.	 When not in use, lock the mitre saw head down before 
retracting it for storage and transporation.

2.	 Then, lift the retractable saw stand and secure it into 
the guide rails.
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https://alu-rex.com/resources/alu-rex-pro-series

